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Preparing for a later build cook stove — on the back side of the feed tube. Here we put in a outlet pipe from

the heatriser to the future cook stove

Fornyet Energi Aps

Gbrovej 9

4295 Stenlille

TIf: 57 80 45 22/Fax: 57 80 45 28
fornyetenergi@fornyetenergi.dk
www.fornyetenergi.dk

CVR-nr.: 26108225




Fornyet Energi Aps

@brovej 9

4295 Stenlille

TIf: 57 80 45 22/Fax: 57 80 45 28
fornyetenergi@fornyetenergi.dk
www.fornyetenergi.dk

CVR-nr.: 26108225




=Y ;ﬁm'gt
T Ve~ P

Fornyet Energi Aps

@brovej 9

4295 Stenlille

TIf: 57 80 45 22/Fax: 57 80 45 28
fornyetenergi@fornyetenergi.dk
www.fornyetenergi.dk

CVR-nr.: 26108225




Fornyet Energi Aps

@brovej 9

4295 Stenlille

TIf: 57 80 45 22/Fax: 57 80 45 28
fornyetenergi@fornyetenergi.dk
www.fornyetenergi.dk

CVR-nr.: 26108225




The barrel oven will be placed under a greenhouse roof with polycarbonate channel plates
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